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N13/ PANEL CUBICLES – FULLY FRAMED
Drawing reference(s):
· Manufacturer and reference: Venesta Washroom Systems, 1st Floor, Units 19-23 | St George’s Square, St George’s Shopping Centre, Gravesend, Kent, DA11 0TAL.  Tel 01474 353333.
· Product: ‘System M’ range.
· Door type: High density Solid Grade laminate (SGL) with decorative face each side and radiused corners.
· Door edge treatment: All edges radiused and polished (black).
· Door thickness: 13mm nominal.

· Partition type: High performance Medium Density grade Fibreboard (MDF) 675 kg/m³ faced each side with High Pressure Laminate (HPL).
· Partition edge treatment: 1mm nominal matching or contrasting ABS.

· Partition thickness: 26mm nominal.

· Maximum depth: 2068mm maximum recommended from face of back wall or rear ducting.
· Floor clearance: 150mm.
· Minimum ceiling clearance: 100mm.

· Pedestal adjustment: + 10mm.
· Range height: 2120mm from FFL to top of headrail.
· Headrail: High strength, u section satin anodised aluminium.
· Pilasters: High strength satin anodised aluminium shaped pilaster fixed to cubicle partition.
· Emergency access: Patented pivoting pilaster allows inward opening doors to be opened outwards in case of emergency.
· Hinges: Satin anodised aluminium, anti-tamper, lift off rise and fall hinge.
· Pedestals: 150mm stainless steel height adjustable pedestal.
· Indicator bolt and keep: Stainless steel circular faced indicator bolt with emergency release and nylon keep.

· Partition to wall fixing: Satin anodised aluminium t-section
· Colour/finish:

· Doors/partitions: From Venesta’s standard colour range.

· Hardware: Satin anodised aluminium and stainless steel.

· Optional accessories: Venesta Toilet Roll Holder (NBS Clause N13/462); Venesta Coat Hook (NBS Clause N13/429); Document M 2004 Compliant grab rails and door pulls (NBS Clause N13/436).
