K32	Panel cubicles/ duct and wall linings/ screens
	
	To be read with Preliminaries/general conditions
120/01		PANEL CUBICLES - UNFRAMED
Drawing reference(s):
· Manufacturer and reference: Venesta Washroom Systems, Unit 19-23 St George’s Centre, St George’s Square, Gravesend, Kent, DA11 0TA. Telephone: 01474 353333.
· Product: ‘Award MFC’ range.
· Height: 2100mm from FFL to top of headrail.
· Door height: Insert door height option here.
· Maximum depth: 2097mm nominal maximum recommended from face of back wall or rear ducting.
· Floor clearance: 100mm.
· Minimum ceiling clearance: 60mm.
· Board/panel/door type: High performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
· Edge treatment: 1mm nominal matching ABS lipping.
· Thickness: 18mm nominal.
· Colour finish: 34 colours from the standard range.
· Headrail: Satin anodised aluminium with insert at door opening.
· Indicator bolt and keep: Easy grip sliding bolt with emergency release facility and concealed fixings.
· Hinges: Satin anodised aluminium anti-finger trap safety hinge. Outward opening hinge option available.
· Pedestals: Height adjustable for uneven floors, with concealed fixings. Where possible, pedestals located on partitions.
· Pedestal adjustment: 10mm (5mm steps).
· Fixings:
· Partition to wall fixing: Continuous satin anodised aluminium u-channel.
· Pilaster to partition fixing: Continuous satin anodised aluminium u-channel.
· Pilaster to wall fixing: Continuous satin anodised aluminium u-channel.
· Hardware material/colour finish: Insert fittings option here.
· Optional accessories: Venesta toilet roll holder (NBS Clause N13/462), Venesta coat hook (NBS Clause N13/429), Document M 2004 compliant grab rails and door pulls (NBS Clause N13/436).
Cubicle door height options:
· Standard: 2000mm - 2100mm from FFL to top of door including 100mm ground clearance.
· Size C1: 1300mm - 1400mm from FFL to top of door including 100mm ground clearance.
· Size C2: 1100mm - 1200mm from FFL to top of door including 100mm ground clearance.
Cubicle fittings options:
· Light Grey ABS (Acrylonitrile Butadiene Styrene).
· Satin anodised aluminium / Satin anodised effect powder coated zinc.
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We know washrooms.
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