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N13/ PANEL CUBICLES - UNFRAMED

             Drawing reference(s):
· Manufacturer and reference: Venesta Washroom Systems, 1st Floor, Units 19-23 | St George’s Square, St George’s Shopping Centre, Gravesend, Kent, DA11 0TA.  Tel 01474 353333.

· Product: ‘Lollipop SGL’ range.
· Board/panel/door type: High Density Solid Grade Laminate (SGL) with decorative face each side.
· Edge treatment: All edges radiused and polished (black).
· Thickness: 13mm nominal.

· Maximum depth: 1500mm nominal maximum recommended from face of back wall or rear ducting.

· Floor clearance: 100mm.

· Pilasters taken to floor and fitted in an extruded aluminium U-channel.
· Range height: Available with two different heights of door and shaped partitions:

· Height Option A:
Floor clearance - 100mm

Pilasters - 1350mm FFL

Doors - 1050mm to highest point from FFL

Partitions - 1300mm to highest point from FFL

· Height Option B:
Floor clearance - 100mm
Pilasters - 1350mm FFL
Doors - 1250mm to highest point from FFL
Partitions - 1500mm to highest point from FFL
· Headrail: None.

· Hinges: Satin anodised aluminium rise and fall anti-finger trap safety hinge.

· Pilaster support system: Steel vertical support post fitted to rear face of pilaster and concealed within satin anodised extruded U-channel.
· Door fastening: insert door fastening option here.
· Fixings:

· Partition to wall fixing: Continuous satin anodised aluminium u-channel.

· Pilaster to partition fixing: Continuous satin anodised aluminium u-channel.

· Pilaster to wall fixing: Continuous satin anodised aluminium u-channel.

· Colour/finish:

· Doors/pilasters/partitions: 34 colours from the standard range.

· Hardware: Light Grey ABS and satin anodised aluminium.

· Optional Accessories: Coat hooks and toilet roll holders available.

Door catching options:

Light Grey ABS easy grip indicator bolt and keep, with concealed fixings and emergency release facility.

Magnetic catch in lieu of indicator bolt.

