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PANEL CUBICLES – UNFRAMED
Drawing reference(s): 
· Manufacturer and reference: Venesta Washroom Systems, Unit 19-23 St George’s Centre, St George’s Square, Gravesend, Kent, DA11 0TA. Telephone: 01474 353333.
· Product: ‘Sahara Glass’ range.
· Height: insert door height option here.
· Maximum depth: Up to 2086mm nominal maximum recommended from face of back wall or rear ducting.
· Floor clearance: 100mm as standard (see options below).

· Minimum ceiling clearance: 20mm.

· Board/panel/door type: High performance Medium Density 720kg/m³ grade Fibreboard (MDF) faced 4mm toughened double back painted safety glass in Black or White.
· Edge treatment: 1mm nominal matching ABS lipping.

· Thickness: 
· Partitions: 26mm nominal.

· Doors and pilasters: 36mm nominal.
· Colour finish: Black or white.
· Headrail: 40mm slimline powder coated aluminium in black or white with matching end cap, to finish 20mm below ceiling height.

· Indicator bolt: Stainless steel modular flip style indicator bolt with mortice lock. Stainless steel circular face plate with unique emergency release facility.
· Hinges: Floating soft self-closing stainless steel pilaster mounted pivot hinges (supplied as an assembly).

· Pedestals: 100mm stainless steel modular pedestal as standard (see options below).

· Pedestal adjustment: +10mm.
· Fixings: 

· Partition to wall fixing: Satin anodised aluminium Z-Clip

· Pilaster to partition fixing: Aluminium Z-Clip

· Pilaster to wall fixing: Satin anodised aluminium channel and Z-Clip. 
· Hardware material/colour finish: Satin anodised aluminium and stainless steel.
· Optional accessories: Venesta toilet roll holder (NBS Clause N13/462), Venesta coat hook (NBS Clause N13/429), Document M 2004 compliant grab rails and door pulls (NBS Clause N13/436).
Cubicle door height options:

Standard range height: 2139mm from finished floor level to top of headrail. 

Maximum range height: up to 2909mm from finished floor level to top of headrail.

Pedestal height options:

50mm

100mm

150mm

230mm (for export only)

