

N13

K32
Panel cubicles/ duct and wall linings/ screens
K32


To be read with Preliminaries/General conditions

160/01
DUCT LININGS – PREPLUMBED PANELS AND PROPRIETARY FRAMES
· Drawing reference(s): 

· Manufacturer and reference: Venesta Washroom Systems, Unit 19-23, St George’s Shopping Centre, Gravesend, Kent, DA11 0TA
· Product: ‘Hygen SGL’ Clinical washstation with Locks.
· Box framing: Joint free 13mm compact laminate with postformed corners with 2 hinged recessed access panels, complete with locks and seal.
· Panel: High Density Solid Grade laminate with decorative surface, both sides (SGL). 
· Panel Thickness: 13mm nominal. 
· Panel/Finish: Colour/Finish: From the Venesta standard colour range.
· Hinge: 160 degree overlay hinge secured to bespoke Zinc plated  steel bracket.  
· Panel Seal: Access panels incorporating a 3mm Self Adhesive C211 FR flame Retardant Neoprene sponge seal.

Lock: Budget lock with master key
· Box unit secured using Venesta Tie Back system incorporating M8 zinc plated tie-back rods and supporting bracketry in zinc plated steel.

· Height: Up to Maxium box height available up to 2740m to suit either a solid or suspended ceiling.

· Width: Available either 800mm,850mm.1400mm,1450mm,1500mm and 1550mm
· Depth: Available in 150mm and 225mm depth as standard. 

· Pre-plumbing:  Sanitary appliances as specified in section N13, pre-fixed and sealed to HBN box out unit, unless stated otherwise, all factory assembled.
