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To be read with Preliminaries/General conditions

160/01
DUCT LININGS – PREPLUMBED PANELS AND PROPRIETARY FRAMES

· Drawing reference(s):

· Manufacturer and reference: Venesta Washroom Systems, Unit 19-23, St George’s Shopping Centre, Gravesend, Kent, DA11 0TA.

· Product: ‘VEPPS SGL’ faced pre-plumbed Hospital box out unit with Locks.
· Box framing: Front, sides, skirting & head panels 13mm compact laminate recessed flush fitting into SAA aluminium frame to create rigid box unit. Box panel colour to be Smoke/Iceberg/Graphite from Venesta standard colour range.
· Panel: High Density Solid Grade laminate with decorative surface, both sides (SGL). 
· Panel Thickness: 13mm nominal. 
· Edge treatment: radiused and polished (colour black).
· Panel/Finish: From the Venesta standard colour range.
· Panel sections fitted to subframe with zinc plated steel clips with butt joints fitted with zinc plated steel dowel clips and mating nylon dowel-docks.

· Included features: Hinged access panel using riveted linear-bearing hinges in zinc plated steel and nylon with riveted panel ratchets in zinc plated steel allowing 10 different opening heights.
Subframe tie-back system using M8 zinc plated steel tie-back rods and supporting bracketry in zinc plated steel.

Riveted slider brackets in nylon to allow the top panel to rise and fall where a mid-mounted panel is hinged.
Riveted push-pull clips where applicable to allow bottom panels to be removed.

· Pre-plumbing:  Sanitary appliances as specified in section N13, pre-fixed and sealed to 

VEPPS unit, unless stated otherwise, all factory assembled.
Features: Micro panel lock in polished stainless steel to provide a tamper proof security fixing to the duct panels, Integrated factory fitted WC carrier in 26mm SGL for use with wall hung WC’s.

