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To be read with Preliminaries/General conditions.

315/01

URINALS AND AUTOFLUSHING CISTERNSN13/
· Duct linings – preplumbed panels and proprietary frames as clause K32-160/01.
· Sanitary appliances pre-fixed and sealed to Vepps unit by Venesta unless stated elsewhere.

· Urinal: Armitage Shanks E621501 Jasper Morrison rim flushing urinal.

· Trap: E622767 Urinal 75mm trap, syphon and seal.
· K710601 Connecting set for urinals.                                  
· Hangers and support: S927567 concealed steel hangers with S927667 toggle bolts.
· Delete if not required Sensor: Sensor: Sensor and flush mechanism: A7001AA Sensorflow 21 Compact urinal flushing device mains & A7002AA link (if required) complete with pre-plumbed copper flush pipe and check valve fo r high pressure systems.

· Delete if not required Sensor: Sensor and flush mechanism: A7058AA Sensorflow 21 Compact urinal flushing device mains & A7059AA link (if required) complete with pre-plumbed copper flush pipe and check valve for low pressure systems.

· Flush mechanism: S6286AA back inlet spreader
· Fittings: S960182 Check valve with ball isolator, Sanceram air break UC00001
· Sealing: Joint between basin and preplumbed Vepps unit sealed with white silicone sealant by Venesta.
· Optional Accessories: Armitage Shanks S612001 Vitreous china division (supplied loose for site installation).
