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To be read with Preliminaries/General conditions.

335/01

WASH BASINSN13/
· Vanity and washroom furniture system as clause N10-145/01.
· Sanitary appliances pre-fixed and sealed to Vanity and washroom furniture unit by Venesta unless stated elsewhere.
· Basin: Ideal Standard E6206 Jasper Morrison  550mm vitreous china semi-inset vanity basin with one central tap hole and overflow, no chainstay.

· Taps: Insert Tap option here.

· Waste: Inset Waste option here.
· Trap: 7360700SC 1¼” plastic re-sealing bottle trap with 75mm seal. 

· Additional Pipework: 2 no 0162012 32mm BV11 Hepworth Knuckle bend F03692
· Sealing: Joint between basin and vanity top sealed with white silicone sealant by Venesta.

· Accessories: If required - insert Thermostatic Valve(s) here.
Tap options by Armitage Shanks/Ideal Standard:

A4131AA Contour 21 washbasin mixer thermostatic 1 hole, single sequential long lever, flexible tails (Suitable for low or high pressure supply systems).

A4169AA Contour 21 washbasin mixer thermostatic 1 hole, single sequential long lever, copper tails (Suitable for low or high pressure supply systems).

B8263AA - 
Avon 21 Self closing push button basin mixer, with flexible tails (Requires, for optimum performance, a balanced supply of between 1 and 6 bar pressure). ***

B8861AA - 
Avon 21 Self closing push button basin mixer, with fixed copper tails (Requires, for optimum performance, a balanced supply of between 1 and 6 bar pressure). ***

B8260(AA) Piccolo 21 washbasin 1 hole single lever mixer, 4.7 litres per minute laminar flow regulator, anti-vandal outlet, optional flow straightener, flexible tails

Sensorflow Tap options by Armitage Shanks/Ideal Standard:

A4171AA -
Sensorflow 21 electronic spout, integral sensor – mains, transformer, power supply (Suitable for premixed, low or high pressure supply systems). ***

A4172AA -
Sensorflow 21 electronic spout, integral sensor, linked unit (up to 5 per A4171AA main unit) (Suitable for premixed, low or high pressure supply systems). ***

A4852AA -
Sensorflow 21 compact electronic spout, integral sensor – mains, transformer, power supply (Suitable for premixed, low or high pressure supply systems). ***

A4853AA -
Sensorflow 21 compact electronic spout, integral sensor - linked unit (up to 5 per A4852AA mains unit) (Suitable for premixed, low or high pressure supply systems). ***

Waste options by Armitage Shanks/Ideal Standard:

S8800AA -
Chromium plated, 1¼” plastic waste with bead chain and chromium plated plug, 80mm slotted tail and bolt stay.

TSWC101 -Chromium plated, 1¼” strainer waste with 80mm slotted tail.

S8735AA -
Chromium plated, 1¼” anti-theft waste with chain and captive plug, 80mm slotted tail, bolt stay.

TSWC103-
Chromium plated, 1¼” slotted waste with swivel plug and slotted tail.

Note: 
*** Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device is recommended and available as an accessory.  The quantity will depend on water supply pressure:

0188000 - under basin TMV3 thermostatic valve with anti-tamper shield.
