		N13
N13	Sanitary appliances and fittings	N13

	To be read with Preliminaries/General conditions.


300/01		N13/WC’s and CISTERNS

Duct linings – preplumbed Vepps unit and proprietary frames as clause K32-160/01
Sanitary appliances pre-fixed and sealed to Vepps unit by Venesta unless stated elsewhere.
WC arrangement: Back to wall, box flush rim, floor mount WC with concealed cistern.
Pan: SanCeram Chartham std projection BTW WC (400mm to rim) CHWC102.
Seat Height: 440mm.
Pan projection: 510mm.
Fixings: included.
Seat: delete as applicable
Chartham seat and cover with stainless steel hinges, white ref CHWC109.
Chartham soft close seat and cover with stainless steel hinges, white ref CHWC110.
Pan Connector: S430501 (converts horizontal outlet to P trap).
· Cistern and flush mechanism: delete as applicable
· Standard lever dual flush cistern ref: CIST101
· Pneumatic single flush cistern ref CIST103
· Pneumatic dual flush cistern ref CIST104
· Pneumatic single palm push flush cistern ref CIST105
· Pneumatic single anti-vandal metal flush cistern ref CIST106
· Concealed dual flush cistern with Oyster push button ref CIST107
· Sensor operated cistern and flush (battery) ref CIST108
· Sensor operated cistern and dual flush (battery) ref CIST109
· Mains adaptor for battery cistern ref CIST110
Sealing: Joint between WC and Vepps panel by others.
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300/01		N13/WC’s and CISTERNS


· Duct linings – preplumbed Vepps unit and proprietary frames as clause K32-160/01
· Sanitary appliances pre-fixed and sealed to Vepps unit by Venesta unless stated elsewhere.
· WC arrangement: Back to wall, box flush rim, floor mount WC with concealed cistern.
· Pan: SanCeram Chartham std projection BTW WC (400mm to rim) CHWC102.
· Seat Height: 440mm.
· Pan projection: 510mm.
· Fixings: included.
· Seat: delete as applicable
· Chartham seat and cover with stainless steel hinges, white ref CHWC109.
· Chartham soft close seat and cover with stainless steel hinges, white ref CHWC110.
· Pan Connector: S430501 (converts horizontal outlet to P trap).
· Cistern and flush mechanism: delete as applicable
· Standard lever dual flush cistern ref: CIST101
· Pneumatic single flush cistern ref CIST103
· Pneumatic dual flush cistern ref CIST104
· Pneumatic single palm push flush cistern ref CIST105
· Pneumatic single anti-vandal metal flush cistern ref CIST106
· Concealed dual flush cistern with Oyster push button ref CIST107
· Sensor operated cistern and flush (battery) ref CIST108
· Sensor operated cistern and dual flush (battery) ref CIST109
· Mains adaptor for battery cistern ref CIST110
· Sealing: Joint between WC and Vepps panel by others.

