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To be read with Preliminaries/General conditions.

300/01

N13/WC’s and CISTERNS
· Duct linings – preplumbed Vepps unit and proprietary frames as clause K32-160/01
· Sanitary appliances pre-fixed and sealed to preplumbed Vepps unit by Venesta unless stated elsewhere.

· WC arrangement: Back to wall, floor mount WC with concealed cistern.

· Pan: Ideal Standard E0509 Concept with Aquablade (supplied as a loose item).

· Lip Height: 400mm.

· Pan projection: 550mm.

· Fixings: included.

· Seat: insert seat option here.

· Pan Connector: Armitage Shanks S430501 (converts horizontal outlet to P trap).

· Conceala 2 cistern & cover: insert cistern option here
· Valve/Float/Operating mechanism: ½” Microvalve HP/LP ballvalve.

· Flushing Mechanism: insert operating mechanism option here
· Fittings: S951467 Domex screw (part2) ARM030, S972301 White procaster size 3 screw cap.
· Sealing: Joint between WC and preplumbed Vepps unit by others.

Seat options:

E791801 - Concept seat and cover, top fix hinges.

E791701 - Concept slow close seat and cover, top fix hinges.

Cistern options:

S364067 - 4.5 litre for pneumatic flush (side inlet) with SV905 flushpipe.

S427067 - 4.5 litre delay fill for pneumatic flush (bottom inlet) with SV905 flushpipe.

S364367 - 4.5/3.0 litre for dual flush (side inlet) with SV905 flushpipe.

S363667 - 4.5/3.0 litre delay fill for dual flush (bottom inlet) with SV905 flushpipe.

S3333(67) - Sensorflow 21 WC flushing device, panel mounted sensor complete with concealed valve and 6 litre duct cistern with flushpipe. Can be easily adjusted to 4.5 or 4 litres for water saving.

Operating mechansim options:

S1083MY - Contemporary single finger pneumatic push button, Stainless Steel.

S1085MY - Contemporary pneumatic palm push button, Stainless Steel.

S1082AA - Contemporary dual flushplate for Conceala cisterns, Chrome plated.

S1082MY - Contemporary dual flushplate for Conceala cisterns, Stainless Steel.
