N10	General fixtures/furnishings/equipment
	
	To be read with Preliminaries/general conditions
145/01				VANITY AND WASHROOM FURNITURE
Drawing reference(s):
· Manufacturer and reference: Venesta Washroom Systems, Unit 19-23 St George’s Centre, St George’s Square, Gravesend, Kent, DA11 0TA. Telephone: 01474 353333.
· Vanity Profile: 'WT3 Thermoformed Solid Surface Washtrough'
· Top: 525mm overall width bed, 200mm downstand with single waste, produced from Solid Surface, a blend of minerals and acrylic polymer delivering a stone-like appearance.
· Length: Up to 3000mm.
· Thickness: 13mm nominal.
· Under panel type: Insert under panel type option here.
· Under panel thickness: Insert under panel thickness option here.
· Under panel edge treatment: Insert under panel edge treatment here.
· Support framing: By others.
· Support frame fascia / under frame: Insert support frame fascia / under panel frame option here.
· Overall bed height: Insert overall bed height option here.
· Top colour/finish: 12 Solid Surface colours from the standard range. 10 Solid Surface colours from the premium range.
· Panel colour/finish: Insert panel colour/finish here.
· Method of fixing panels: Concealed plastic clips fixed to edge of underframe cutouts and reverse of facing panels.
· Joint treatment: Nominal 70mm wide shadow gap between each panel section.
· Components/accessories: Angle brackets, screws and plugs for fixing under frame to floor and vanity top to under frame and back wall.
· Included features: Removable access panels.
· Pre-plumbing: Sanitary appliances, as specified in section N13-346, pre-fixed and sealed to vanity unit by Venesta, all factory assembled.

Under panel type options:
· MFC - High performance Melamine Faced 660kg/m³ grade moisture resistant Chipboard (MFC).
· HPL - 660kg/m³ grade moisture-resistant chipboard faced each side with High Pressure Laminate (HPL).
· SGL - High-density Solid Grade Laminate (SGL) with decorative face both sides.
· ColourCoat - High performance moisture resistant Medium Density 720kg/m³ grade Fibreboard (MDF) with 20% gloss.
· ColourCoat High Gloss - High performance moisture resistant Medium Density 720kg/m³ grade Fibreboard (MDF) with 80% gloss.
· Veneer - ALPI Veneered high-performance moisture-resistant Medium Density 720kg/m³ grade Fibreboard (MDF). 
Under panel thickness options:
· MFC - 18mm nominal.
· HPL - 18mm nominal.
· SGL - 13mm nominal.
· ColourCoat - 18mm nominal.
· ColourCoat High Gloss - 18mm nominal.
· Veneer - 18mm nominal.
Under panel edge treatment options:
· MFC - 0.6mm matching ABS.
· HPL - 0.6mm matching ABS or post-formed horizontal edges with 0.6mm matching vertical edges.
· SGL - Black polished and radiused.
· ColourCoat - Sprayed with one coat of primer and finished with pigmented lacquer with 20% gloss.
· ColourCoat High Gloss - Sprayed with one coat of primer and finished with pigmented lacquer with 80% gloss.
· Veneer - Complementing ABS lipping from Venesta’s standard range.
Support frame fascia / under panel frame options:
· MFC - 18mm nominal thick high-performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
· HPL - 18mm nominal thick high-performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
· SGL - High-density Solid Grade Laminate (SGL) with decorative face both sides.
· ColourCoat - 18mm nominal thick high-performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
· ColourCoat High Gloss - 18mm nominal thick high-performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
· Veneer - 18mm nominal thick high-performance Melamine Faced 650kg/m³ grade moisture resistant Chipboard (MFC).
Overall bed height options:
· Key Stage 1 - 600mm.
· Key Stage 2 - 750mm.
· Key Stage 3 & 4 to adult - 800mm or 850mm.
Panel colour/finish options:
· MFC - 34 colours from the standard range.
· HPL - 34 colours from the standard range.
· SGL - 34 colours from the standard range.
· ColourCoat - 10 colours from the standard range (or with any V3 cubicle range, a choice of any Classic RAL colour, excluding metallic and fluorescent).
· ColourCoat High Gloss - 34 colours from the standard range (or with any V3 cubicle range, a choice of any Classic RAL colour, excluding metallic and fluorescent).
· Veneer - 11 Apli real wood veneers (varying price points).

Sanitaryware details below
N13			SANITARY APPLIANCES/FITTINGS
		To be read with Preliminaries/General conditions.
346/01				WASHTROUGH TAPS
Drawing reference(s):
· Duct linings: Pre-plumbed Vepps unit and proprietary frames as clause K32-160/01.
· Sanitary appliances pre-fixed and sealed to Vepps unit by Venesta unless stated elsewhere.
· Taps: Insert tap option here.
· Waste: TSWC109 (WT2) 1½” unslotted strainer waste, 80mm tail.
· Trap: 0161083 - 1¼” chrome plated, plastic re-sealing bottle trap with 75mm seal.
· SCBW113 under basin thermostatic valve with anti-tamper shield.
Note:	*** Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device is recommended and available as an accessory.  The quantity will depend on water supply pressure.

Tap options Ideal Standard:
· A4131AA - Contour 21 thermostatic lever action sequential basin mixer tap with flexible tails (Suitable for low or high pressure supply systems).
· B8263AA - Avon 21 Self closing push button basin mixer, with flexible tails (Requires, for optimum performance, a balanced supply of between 1 and 6 bar pressure is required). ***
· B8260(AA) Piccolo 21 washbasin 1 hole single lever mixer, 4.7 litres per minute laminar flow regulator, anti-vandal outlet, optional flow straightener, flexible tails
· A4171AA - Sensorflow 21 electronic spout, integral sensor – mains, transformer, power supply (Suitable for premixed, low or high pressure supply systems). ***
· A4172AA - Sensorflow 21 electronic spout, integral sensor, linked unit (up to 5 per A4171AA main unit) (Suitable for premixed, low or high pressure supply systems). ***
· A4852AA - Sensorflow 21 compact electronic spout, integral sensor – mains, transformer, power supply (Suitable for premixed, low or high pressure supply systems). ***
· A4853AA - Sensorflow 21 compact electronic spout, integral sensor - linked unit (up to 5 per A4852AA mains unit) (Suitable for premixed, low or high pressure supply systems). ***

Tap options SanCeram:
· Aquarius Basin mounted sensor tap ref AT03-011 and Tap kit (includes battery pack or mains psu, solenoid valves & associated leads – suitable for standard 1- 6 bar supply pressure. (low pressure 0-1 bar available on request)
· Options: - delete as applicable
· AT00-001 Single battery pack per single basin
· AT00-002 Single mains kit per single basin
· AT00-003 Two basin mains kit (one power supply & two basin fittings) 
· AT00-004 Three basin mains kit (one power supply & three basin fittings)

· Sanceram sensor basin mono for pre-mixed mixer ref SCBW119
· Sanceram Deva deck mounted sensor tap SENSOR1D
· Sanceram Sensor Deck mounted temperature adjustment sensor tap SENSOR6BT

· Adore water saving lever mono mixer with press top waste ref ADORE113EK
· Adore mini mono mixer ref ADORE313
· Vision press action tap for premixed water ref VSN123
· Insignia tilt and turn lever mono basin mixer with press top waste ref INS113
· SanCeram TMV3 sequential lever action thermostatic mono basin mixer with flexible tails ref SCBW120 - (Option – plus ref SCBW115 for fixed copper tails (TP6))
· SanCeram basin mounted non-concussive self-closing mixer tap ref SCBW106
· Hartley deck mounted mono basin mixer tap ref HABW101 Chrome
· Hartley deck mounted mono basin mixer tap ref HABW101N Brushed Nickel
· Hartley deck mounted mono basin mixer tap ref HABW101B Matt Black
· Sanceram Swoop lever basin mixer SWO2113
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